
P  r      oduct   D      e  sc  r      ipt  i      on  

The OT-2008SI Switch fully complies with IEEE 802.3x Ethernet standards. It
provides 8 10/100Mbps RJ45 ports.

Pr  oduct Featur  es

• 8 Ports 10/100Mbps RJ45 ports.

• All ports supports Half/Full-Duplex mode.

• Store-and-Forward switching ensure no traffic congestion.

• Supports IEEE802.3x at Full-Duplex mode, back pressure at Half Duplex.

• The LED indicator for each port, convenient to master and diagnose.

• Plug and Play, supports self learned address.



P      ro  du      c  t   S  p      ec  i  fi      ca  t  i      o  n      s  

Protocols and Standards IEEE 802.3 10BASE-T Ethernet,
IEEE 802.3u 100BASE-T Ethernet,
IEEE 802.3X 100BASE-T Ethernet

Ports                             8 10/100M RJ45 Ports
Protocol                                       CSMA/CD

LED Indicators

Each port Link/Act; 100Mbps

Power Power

Operation Temperature 0ºC ~ 40ºC

Operation Humidity 0% ~ 90% (Non-condensing)

MAC Address Table 1k

Transmission Method Store-and-Forward

Dimensions (W×D×H) 160mm x 82.5mm x 28mm

Network Cables
10Base-T: 2-pair UTP/STP Cat. 3,4,5 cable 
EIA/TIA-568 (100m)
100Base-TX: 2-pair UTP/STP Cat. 5 cable 
EIA/TIA-568 (100m)

Power Input External Power Adapter


